


ELEVATED CAMERA 
PLATFORM
GS-4390RT  |  ROUGH TERRAIN SCISSOR LIFT

P2 AUDIO TRAILER
COMPLETE AUDIO SPEAKER PACKAGE 

M31’s Rough Terrain Lift delivers a 
huge platform, soaring work heights 
and heavy duty capacities all in one 
package! With the ability to carry two 
hard cameras and their operators 
this unit can reach a work height of 
15.11m (49ft) giving you the ability 
to get that high and wide shot safely. 

This 24ft trailer contains two complete 
speaker clusters in their own easy 
transportable carts. With it’s own audio 
control room this package is great for any 
outdoor event as the power behind these 
speakers are enough to fill a 5000 seat 
stadium. They are currently being used 
by FC Edmonton of the Canadian Premier 
League for all their home games.

Features
• Drivable at full height
• 4WD and positive traction control
• Dual deck allows enough room for two 

cameras and operators
• Proportional lift and drive
• 50% Gradeability
• Foam-filled rough terrain tires
• 110V AC outlet on platform with GFI
• Tilt alarm with drive & lift cut-out
• All motion audible alarm
• Flashing light
• Operator horn
• Fold down hinged railing system
• Half height spring hinged gates on sides
• Lanyard attachment points
• Tie down/lift lugs

Specifications
• Work Height — 49’ (15.11 m)
• Raised Platform Height — 43’ (13.11 m)
• Lowered Platform Height — 59” (1.5 m)
• Overall Width (stowed) — 92” (2.36 m)
• Overall Length (stowed) — 156” (3.5 m)
• Platform Width (Outside) — 72” (1.83 m)
• Platform Length (Outside) — 210” (5.34 m)
• Ground Clearance — 14” (0.36 m)
• Wheelbase — 112” (2.84 m)
• Weight 12,894 lbs (5,849 kg)
• Gradeability 50%
• Turning Radius (Inside) — 85” (2.16 m)
• Turning Radius (Outside) — 210” (5.33 m)
• Lift Time (With Rated Load) 45 sec
• Drive Speed (Stowed) 3.5 mph (5.6 km/h)
• Drive Speed (Raised) 0.6 mph (1 km/h
• Maximum Drive Height Full Height
• Capacity (Overall) 1,500 lbs (680 kg)
• Maximum # of Persons 7

Features
• COMMUNITY Speaker packages

 - Sub - R6
 - Mid Driver - EM282
 - High Driver - M4

• 2 JBL Cabinet speakers and stands
• Amplifier processor package
• X32 Behringer digital mixer - 40 channels
• Klark Teknik equalizer
• 2 Wireless EW 135 Sennheiser handheld mics

Specifications
• Trailer Length —  24’ (7.27 m)
• Trailer Width —  8’ (2.42 m)
• Interior Height —  7’ (2.12 m)
• Speaker (stowed) — length - 9’, width - 5’
• Speaker (set up) — height - 9’, width - 5’
• Rear ramp door
• Sideman door with recessed step
• Tandem Axle — 15 inch radial tires
• Pintle Eye Hitch



O  780.391.8144  |  E  info@m31.ca 
16511 116 Avenue, Edmonton  AB  T5M 3V1

m31productions.ca


